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An Australian man, only identified by the name of  Joe “X”,  has designed a remarkable Water Energy Cell that only utilizes water for a “fuel” and develops about 40% more power than gasoline. It was originally designed for use in cars, but it can be used  with almost any engine that normally runs on gasoline such as motorcycles, outboard marine engines, lawn mowers, portable electric generators, etc. The Energy Cell alone provides all the power that the engine needs. After an Energy Cell is installed and functioning properly, the gasoline fuel lines can be completely disconnected. 

An engine that operates on Joe’s Water Energy Cell produces no exhaust by-products and no heat. Apparently, the engine runs at 100% efficiency (or higher-perhaps over unity). Since the engine runs cold, there is no need for a cooling system. Without any exhaust byproducts, you eliminate the need for pollution control devices.  Equally surprising, the Water Energy Cell does not deplete its water while in operation. The water  is acting in the role of a catalyst in the transference of a special form of energy from the Energy Cell to the engine and the water itself is not consummed in the process. 

From all outward appearances, the engine appears to be operating on the Implosion principle, a phenomena explored in the writings and patents of inventors Viktor Schauberger, John Keeley, and others. 

The following characteristics have been observed with the phenomena of Implosion: 

1.
The energy is manifested as a suction force, not an explosion force. 

2.
In the presence of implosion, the ambient temperature declines, rather than expands, to what is 

called the Point of Anomaly. For water, the Point of Anomaly is 4 degrees Celsius. 

3.
There is an absence of resistance and friction. 

4.
Given adequate velocity of the catalyst medium (Water or Air), gravity is cancelled and the 

engine or implosive energy producing device will levitate. 

5.
The power plant will produce enough energy to sustain itself and will operate continuously 

with a slight evaporative loss of water in an open system and none in a closed system. 

6.
There are no exhaust by-products. 

7.
Diamagnetic materials are required for implosion. Diamagnetic materials exhibit properties that 

are opposite that of magnetic materials. For example, a magnetic material will align in  parallel to the magnetic lines of force from a magnetic field, while a diamagnetic metal (E.g copper) will align at right angles to the magnetic lines of force. 

The Joe Energy Cell incorporates common materials that are easily obtained. They include stainless steel, rubber, and water (see Materials). Practically anyone, who is careful and pays very close attention to construction and ‘alignment’ details, can build this Energy Cell. 

Joe’s experiments with various prototypes of his Energy Cell were recorded on amateur videos shot in Australia from 1993-1997. The videos also include extended comments from Joe which was recorded during a  “Joe Symposium Workshop” held in Melbourne in 1997. The videos total about 5 hours and fifteen minutes and are divided into two tapes. 

Tape1 examines Joe’s earlier Energy Cell prototypes where he demonstrates his different cells in the shop and on the road using vehicles which have been acclimated to his Energy Cell. While in Melbourne for the Joe Symposium held in 1997, Joe visited the wokshop of  local experimenters who couldn’t get their Water Energy Cell to function correctly. On the second half of Tape 1, Joe explains how to rectify the construction mistakes and avoid common errors. Tape 2 continues the shop discussion with the local experimenters and also includes amateur footage of other individuals

who have made their own unique energy cell designs, mostly based on hydrogen fuel cells. Joe had discovered a unique and simple way to capture Orgone Energy. Joe’s cell is NOT a hydrogen fuel cell. It’s an Orgone Energy Accumulator and Transducer with water acting as the catalyst. The last part of Tape 2 includes a roundup of  free energy devices, presented by Ian Hacon at an Australian Free Energy symposium on April 7, 1997. 

A book entitled The Joe Phenomenon by Barry Hilton, a well known researcher and author on free energy devices, was obtained with the tapes. It details construction notes and observations about Joe’s Water Energy Cell. In the book, Barry explains that after seeing Joe’s 1993-95 videos,  he put together a paper on the Water Energy Cell and presented it at an Australian conference on free energy in 1996. Before the conference, Barry had tried to contact Joe, but failed to locate him.

After the conference was over, however, Joe contacted Barry.  Joe told Barry that that he had seen a copy of  his conference paper and wanted to point out some errors  in Barry’s assumptions concerning how and why the cell worked. Arrangements were made by Ian Hacon for Joe to visit Barry in Melbourne where he stayed for a week to answer questions and conduct the above mentioned workshop. The clarifications and insights gained during this visit made all the difference for Barry to clearly define the construction and alignment parameters of Joe’s  Energy Cell. As a result, Barry’s book explains 98% of the salient points that are sometimes difficult to distinguish from the videos, unless, of course,  you pay very close attention to what is being said

on the tapes. 

Joe has not attempted to financially capitalize on his astounding discovery, but rather had decided to freely give away the information on how to construct his incredible Energy Cell for public benefit. In response to this monumental, magnanimous and altruistic gift, Joe has been the victim of threats and  harassment to pressure him into not talking. The intimidation has succeeded and today Joe no longer demonstrates or talks about his Energy Cell. It doesn’t take a lot of imagination to figure out who is

behind the harassment. 

The Joe Energy Cell videos and Barry’s booklet were brought to my attention by my good friend Milan, who has brought so many important things to my attention. I am grateful to Milan; to Barry Hilton for his splendid booklet;  and to Ian Hacon for making the videos available. Our greatest gratitude, of course,  goes to Joe “X”  himself for making this divinely inspired invention freely available. Thanks Joe, you have done a remarkable thing and we are all in your debt. 

Theory of the Water Energy Cell

Introduction 

The first thing to realize when attempting to understand the nature of Joe’s Energy Cell is that many  of the precepts and rules of conventional science do not apply. This cell does not operate according to the conventional rules of physics. It’s necessary to approach this material with an open mind and to be prepared to entertain novel ideas that often run contrary to conventional scientific thought. 

Skepticism 

Many people who are self satisfied and lazy find skepticism a comfortable refuge. It’s easy to be a skeptic. There are always those with mediocre minds who delude themselves onto thinking that scoffing at ideas or new theories that run counter to conventional wisdom is an affirmation of  intellectual maturity and sophistication. (But note, statues to skeptics (or critics for that matter) are never erected.) Don’t waste your time trying to convince skeptics or knuckle heads married to conventional science why the Energy Cell works. They will only attempt to discourage you. Just

build one and install it in your car. It’s not really important to understand why it works. The point is~It works! (Oh... and while driving by, be sure to wave to your skeptical friends who are filling up at the gas pumps and let them know that you have no hard feelings about their skeptical comments.) 

Is it a Water Fuel Cell? 

No. This design does not attempt to “crack” the water molecule with high voltage or by any other means. Water is not consumed in the Joe Energy Cell as it is with a Water Fuel Cell. 

Hydrogen Fuel Cell? 

No. This was my initial thinking when I first heard about Joe’s cell, but Joe’s Energy Cell taps into a much greater energy source:  Zero Point energy (or Orgone energy). Joe’s Cell, however, can produce hydrogen gas and could be used as a hydrogen fuel cell if certain “alignments” are made. The Orgone energy is pulled out of the surrounding atmospheric fluroplasmic environment or  Ether.  Orthodox scientists have been strenuously denying the existence of the ether (also spelled  aether, or aeither) for the better part of this century. Important 19th and early 20th century

scientists including Nikola Tesla, Lord Kelvin, James Clerk Maxwell, and Baron Carl Von Reichenbach all adhered to a firm belief in the existence of the ether, but were shouted down by supporters of Einstein’s theories after the turn of the century. It’s not a coincidence that the debunking of the ether theory was being promoted at the same time that the John D. Rockefeller and J. P. Morgan energy industries were rising in the opening decades of this century  (Today, it is clear why the ether theory was so vigorously and thoroughly debunked by academicians in the first half of this century. They were getting their marching orders from the hidden hand of the Illuminati, which included the above mentioned Rockefeller and Morgan families. The Illuminati had infiltrated the highest ranks of academia in the United States in the opening decades of the current century through the efforts of  Fabian Socialists. The suppression of information concerning ether-born energies continues to this very day) 

Three Gases 

Joe’s cell is capable of producing three different types of “gas”, depending on the “alignment” (Joe’s term) of the cell.  Joe can change the cell’s alignment in a number of  ways. Some alignment changes include: 1) reversing the polarity of the battery’s connections; 2) changing the location of the battery connections to different plates; 3) raising or lowering the plate assembly within the charging vat,  or 4) using different sources of water. Other possibilities exist. 

In the videos,  Joe activates the Energy Cell by applying 12 DC voltage from a car battery. Bubbles quickly begin to come off  the Energy Cell’s plates within 30 seconds. A Brown Scum or sludge begins to form on the top of the water to which some of the bubbles adhere and coalesce into larger bubbles. Joe then demonstrates the explosive effect of the gas produced by lighting a match to the bubbles adhering to the brown scum floating on top of the water cell.  Each different type of gas produced demonstrates a different reaction when ignited with a match. A description of the gases follows: 

1.
Hydrogen gas comes off the cell as very small bubbles and will produce a yellow flame when lit

by a match. Igniting the hydrogen bubbles with a match will produce a moderate crack or snap, similar to the sound of a cap gun. 

2.
After adjusting  the alignment, Joe produces a  second type of gas (name unknown. Some have

speculalted that it’s Brown’s Gas, but I’m not sure ). Holding a match to this gas will produce a louder report (sound); a sharp crack,  but without the yellow flame or ringing in the ears. 

3.
The third type of gas (again, name unknown) produces the largest energetic discharge of all.

When Joe puts a match to this gas, he get a much louder report with heavy ringing in the ears. 

This third type of gas is the gas that Joe uses to power the car’s engine. Here we have a ‘gas’ that has somehow captured a significant amount of Orgone Energy which is expendable within the confines of the engine. 

An unconventional property of the second and third type of gas is that when detonated by a match, the resulting discharge of energy causes the eardrums to push outwards, away from the body. This means that the gas is imploding and not exploding (which would have forced the eardrums inward). This is an important and significant point to consider. In conventional physics, we are accustomed to thinking in terms of energy release as an explosion, an outward expansion of energy and heat into space (an exothermic reaction). Here we have an implosion (an endothermic reation) in which

there is a rapid condensation of energy which lowers the ambient temperature. This is precisely what Viktor Shauberger, the Austrian forester, inventor, and Nature observer discovered when he spiraled water into a whirlpool-like vortex. The temperature of the water would decrease. This discovery allowed Schauberger to develop a self contained power plant for the home which used water as a catalyst. Schauberger also developed flying saucers for the Germans during WWII which used air as the implosion catalyst (Schauberger, by the way,  had no other choice but to work for the Nazis during the war. He was told that if he didn’t cooperate he would be hanged). Considering the economic ramnifications of his implosion discoveries, it’s clear why Schauberger was so viciously crushed by the vested oil energy interests in 1958. 

Aside: Cold fusion apparently also works as an endothermic reaction. Endothermic energy appears to be 100 % efficient. There is no wasted energy due to heat loss.This is an important  ‘free energy ‘secret that our Illuminati friends have been trying so hard to keep from the public for the past century:) 

Back to the Gas 

Barry Hilton speculates in his book that the third type of gas is probably a unique form of hydrogen, heavily laden with expendable orgone energy, that is able to pass through and saturate the atoms of the engine’s metal. This “gas” is possibly reacting with the nitrogen of the incoming air stream of the carburetor to bring about the tremendous release of energy.  It’s pure speculation, of course, but Barry’s ideas do fit the observable facts. For example, engines made completely of aluminum will adapt to the Energy Cell within a couple of hours, while an all-cast iron engine can take up to a week or more to acclimate to the Energy Cell. Since aluminum is lighter and more “porous”, the orgone hydrogen gas is probably penetrating and saturating this metal more quickly than the denser cast iron. 

Another observable fact also lends support to the above theory. The outlet from the Car Energy Cell is connected to a blind fitting or blank plug on the carburetor housing. This means that there is no opening through this fitting into the interior of the carburetor or the interior of the intake manifold. Yes, you are reading that statement correctly. There is NO physical opening between the output of the Energy Cell and the interior of the engine. Yet the cell works! Logic dictates that the gas must be passing THROUGH the metal of the carb housing to reach the interior of the engine.

Since hydrogen is the lightest element of all (with only one proton), it doesn’t seem too far fetched to assume that this might be occuring. 

Water Energy Cell Construction

Early Prototypes 

The  videos cover many of  Joe’s Water Energy Cell prototypes from 1991 to 1997. Rather than spend the time here describing earlier (flawed) Energy Cell designs, I feel it’s more productive to concentrate on Joe’s most recent and most successful designs. Interested investigators can review Joe’s earlier prototypes both on the videos and in Barry’s book, The Joe Phenomenon.  Joe discovered that constructing two different Energy Cells produced the best results. A  smaller Energy Cell  is used in the car itself and  another larger cell (located in his shop) is used for charging the water 

The following is a general description of the smaller energy cell and larger energy cell  which we shall refer to as the Car Energy Cell, and the Charging Vat respectively. Bear in mind that they are both Water Energy Cells working on the same principle. One is simply larger and the other smaller. 

The Car Energy Cell 

The Energy Cell that is placed in the car is much smaller than the Charging Vat. The Charging Vat  is designed for “charging” the water. The dimensions are not critical, but a Car Energy Cell with a four to five inch inside diameter is  sufficient. Larger diameters are possible, but probably unnecessary. The container itself is made of a special type of stainless steel (S/S) that is largely free of any magnetic attraction. The stainless steel housing container can also be referred to as the Anode or anode container. There are 3 stainless steel pipes (Joe calls them plates) of approximately 1”, 2” , and 3” diameter (respectively) that are placed concentrically, one inside the other and placed within the anode (housing) container. These S/S pipes are insulated from each another by a “Y” arrangement of rubber insulators that are separated at 120 degree intervals and are fitted at the bottom and top of the pipe assembly. These rubber spacers act both as an insulator between the plates and a mechanical means of  holding the 3 pipe assembly together (a friction/pressure fit). It’s important that the tops of the 3 pipes are perfectly even (level) with each other. If any pipe is slightly higher or lower than its neighbor, the cell won’t work.  A S/S bolt is press driven into the bottom of the center 1” pipe. The bolt and the 1” pipe together constitute the Cathode of the Energy Cell. The Energy Cell container has a hole drilled in the bottom which allows the bolt connected to the 1 “ pipe to pass through it.  This hole is fitted with a large rubber grommet in order to prevent the metal of the bolt from touching the metal of the Energy Cell container. Nuts are secured on the inside and the outside of the bolt to firmly hold it in place. The nuts are also touching the flanges of the large rubber grommet through which the bolt passes in order to prevent the nut from making a metal contact with the anode container.  The portion of the bolt protruding from the bottom of the container is then bolted to the chassis of the car. A rubber pad must be placed between the bottom of the positive anode container and the negative car chassis in order to prevent metal to metal contact. 

The length of the S/S pipe assembly within the container is not critical, but Joe’s car units are usually in the 6-12” range. However, it is important that the length of each pipe be exactly the same, regardless of the design length chosen. The 2” and 3”  plates (pipes) are left electrically unconnected to the battery or to other plates, but they play an important and critical function in the operation of the Energy Cell. Joe calls them Neutral Plates. 

To get the car cell to work, (pre) “charged” water from the Charging Vat is poured into the Car Energy Cell (A better idea than than attempting to charge the water using the Car Energy Cell itself). Since charged water (necessary for the functioning of the Energy Cell) is being added to the car cell, it is not necessary to produce it with the car cell. Therefore, we don’t need to connect the car’s battery to the Car Energy Cell at any time. This strategy prevents a lot of potential problems from occurring. 

To repeat the last point, it is NOT necessary to apply any electrical voltages to the car cell in order to make it work. The cell will function and supply the expendable orgone energy to the engine without any further need to supply a source of DC electricity to the cell. The Car Energy Cell is capable of maintaining this state of production readiness as long as the cell is not discharged (explained later). 

Beyond containing the charged water, the container also acts as the anode for the Energy Cell. The presence of the charged water within the car cell creates a field effect in which an electric potential of about 500 millivolts is maintained between the Anode container and the Cathode bolt protruding from the bottom of the cell. 

The Field Effect 

Joe attempts to explain the “field’ effect that is taking place within the cell and between the plates on both tapes 1 and 2, however, tape 1 starts with amateur video shot in 1993 and ‘95, while video shot in 1997 is seen near the end of tape 1 and throughout tape 2. Joe’s understanding and explanation of the field effect is much clearer in the video shot in ‘97.  Since the charged water is not consumed in the process of producing the third type of gas, the charged water is acting as a catalyst, which by definition is a substance that facilitates a reaction, but is not consumed by the reaction. 

By placing pre charged water in the smaller car unit, you side step the problem of contamination of the car cell with the Brown Scum sediment  which can coat the plates and rubber insulators in the event of a cell discharge. 

The Charging Vat 

The larger Charging Vat  can be located in a shop, garage. patio, etc.. Joe uses a stainless steel beer keg with the top cut off for his Charging Vat container. Remember, the stainless steel beer keg functions as both container and anode for the cell   The size and shape of the plate assembly within the Charging Vat is different than the smaller Car Energy Cell. The plates are of a larger diameter and are in the shape of a truncated cone. There are 9 plates used in the Charging Vat versus the 3 plates used in the Car Energy Cell. Joe found that 10 inch S/S milk seperator cones (from milk processing equiment) work well for these plates. However, different shapes of stainless steel plates can work just as well if they are sufficiently free of magnetism. 

The Number of Neutral Plates 

Joe often mentions in the tapes that an energy cell with a larger number of  neutral plates will produce a larger volume of “gas” and will draw much less current from the battery. You don’t have to limit the Car Energy Cell to just 3 plates, but since this cell isn’t producing the charged water and isn’t hooked up to the car battery, 3 plates are adequate. 

Cell Discharge 

Joe found that if the cell accidentally discharged before the Brown Scum could be removed from the top of the cell , it would be necessary to totally disassemble and clean the cell before it could properly function again. This required a lot of work. Joe learned through bitter experience to take care and avoid discharging the cell. You need to avoid making this costly and time consuming

mistake yourself. 

The Energy Cell can be discharged by: 

1.
Failing to quickly remove the Brown Scum as it is being formed in the Charging Vat. 

2.
Accidentally shorting out the anode and the cathode plates or the neutral plates to each other. 

3.
Inserting your fingers or hand into the ‘charge water’ 

4.
Allowing strong electrical or magnetic fields to penetrate the immediate vicinity of the Energy Cell 

5.
Allowing individuals with highly negative emotions or personality or character to get too close 

to the cell (I know this sounds crazy, but it’s true). 

Charged Water Transfer 

After the Charging Vat is activated by applying battery power to the anode and cathode (about 30-60 seconds) and removing the Brown Scum, the Charged Water can be picked up using a glass beaker in which the fingers are not allowed to touch the water within the beaker or touch the cell water outside of the beaker. It’s not really that hard to do. You take a 500 ml or 750 ml glass (or Pyrex) beaker and you hold it by hooking your index finger or middle inside the beaker. Dip the part of the beaker opposite your hand into the water and scoop up a reasonable amount of charged water. Dump it into another large beaker of a large glass jar. Keep it up until you have about a quart or so of charged water. You transfer the Charged Water from the Charging Vat into the Car Energy Cell (just pour it in). Once the Ear Energy Cell receives the Charged Water, it’s not necessary to hook up battery power to the Car Energy Cell at anytime. 

Car Energy Cell Location 

This Cell can stop breeding if it is exposed to high magnetic/electrical fields. Joe has located the cell within the engine compartment on some small cars, but usually bolts the cell to the foot well on the passenger side or puts it in the trunk (“boot” for our Aussie readers). You place a thick sheet of rubber insulation between the bottom of the cell and the car chassis. Note: the bolt that goes through the bottom of the cell and connects to the center pipe (plate) within the cell is insulated from the cell container by a rubber grommet. You want the bolt firmly connected to the chassis because the bolt represents the negative cathode (and the chassis is negative). You don’t want the cell container to touch the chassis because it represents the positive anode and touching the chassis would short out the cell.. 

The cell is capped off with a dome or cone shaped S/S or aluminum cap and is fitted with a threaded hole at the center. A reasonably tight pressure fit is all that’s required, but you can screw it on if you wish. The Orgone energy is guided into the engine via  ¾ or 1 inch aluminum tubing which is fitted into the threaded hole. Do not allow this tubing to touch any other metal or electrical parts. It’s a good idea to cover the tubing with plastic insulation to avoid the possibility of shorting out. You connect a 4 inch length of rubber tubing from the end of your aluminum piping into the PCV return nibble or any blind nipple available on the carb. You can’t have the aluminum tubing

touching the carb directly because it will short out the cell. Remember that the aluminum tubing is connected to the positive anode of the energy cell. 

Acclimating the Engine 

An all aluminum engine can acclimate in a few hours while an all cast iron engine may take weeks to adjust to the Energy Cell. 

To be Continued ... 
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